
PR
O

FE
SS

IO
N

A
L

 S
PE

A
K

E
R

 B
O

X
E

S

Main features: 

• High quality playback.
• Very linear frequency response: 100 – 18,000 Hz 
(+/-3dB)
• Phase coherent response
• Low harmonic distortion
• Acoustically transparent metal grille

The LDA LS-200 acoustic box is an ideal high 
performance speaker for exterior and interior 
sound that requires high sensitivity and power.

It is made from a 10” high-resolution woofer and a 
1.4” compression motor accompanied by a 
speaker to record better sound diffusion. 

Thanks to the bass reflex system you get 
extended bass response.

The back of the box is made of contrasted, 
textured wood.

The LS-200T can be mounted on a support with 
adjustable inclination, or with support for either 
rear or technical support.

The LS-200T has an input with a Speakon 
connector located on the rear side of the cabinet.

TECHNICAL CHARACTERISTICS 
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RATED POWER 300W AES 

FREQUENCY RESPONSE 100-18.000 Hz. (+/- 3 dB)

SENSITIVITY 95 dB +/- 3dB (1 W, 1 m) 

MAX PEAK SENSITIVITY 123dB 

SPEAKER IMPEDANCE 8 ohm 

DISPERSION 90º horizontal / 50º vertical 

COLOR Negro RAL 9005 

CONNECTOR Speakon (double, for parallel connection) 

SPEAKERS Woofer de 10’’ and tweeter de 1,4 “ 

FIXATION (Optional) Eyebolts (x 5) 

DIMENSIONS (width x height x depth) 351 x 500 x 317 mm. 

WEIGHT 18 Kg. 




